
 Quick-Change Cartridge
 Replace cartridge once a year, or sooner, should 
 flow become inconveniently slow. Capacity will vary 
according to flow rate, influent line pressure and local water conditions. See separate 
insert for cartridge removal and replacement instructions. 

Cartridge Reorder Number:

EV972006 (6-Pack)

Operating Parameters
Working Pressure (nonshock): 10-125 psi  (0.7-8.6 bar)
Temperature: 35-100°F  (2-38°C)
Service flow rate: 0.5 gpm  (1.9 Lpm)
Rated service capacity: 750 gallons  (2,835 L)

The contaminants or other substances removed or reduced by this water 
treatment system are not necessarily in your water. Do not use with water that 
is microbiologically unsafe or of unknown quality without adequate disinfection 
before or after the system. Systems certified for cyst reduction may be used on 
disinfected water that may contain filterable cysts.
This drinking water system must be maintained according to the manufacturer’s 
instructions, including replacement of filter cartridge. 
Silver canister and configuration of the cartridge cap and head of this product is a 
registered trademark of Pentair Filtration Solutions, LLC.
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S-54 Quick-Change Cartridge
Fits Everpure§ S-54 Drinking Water System
with Lead Reduction

NSF/ANSI Standard 53 certified to reduce cysts such 
as Cryptosporidium and Giardia by mechanical means. 

Delivers 2.2 Gpm flow

S-54    Exclusive 
Micro-Pure

 
filtration

Separate Faucet
Installation

CAPACITY
2,835 Litres

750
gallons

Lead

S-54
S-54

Reduces

Sediment

NSF/ANSI Standard 
53 Certified to 
reduce cysts such 
as Cryptosporidium 
and Giardia by 
mechanical means.

System Tested and Certified by NSF International against 
NSF/ANSI Standards 42, 53 and CSA B483.1 for the reduction 
of the claims specified on the Performance Data Sheet.


